Stainless Steel Castors

() BOLT HOLE FITTING

O For loads up to 100kg per castor.
© Double ball bearing headrace for long life and smooth swivelling action.

O Aheavy flat washer is pressed on the headrace for flush mounting. This
also keeps out dust and water.
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MSRB0,/SH 60 25 Rubber | B0kg | Plain 88 S 12
MSRB0,/SH-TB 60 25 Rubber | B0kg | Plain 88 B 12
MSRE0,/SH
WSN75/SH 75 30 Nylon 80kg | Plain 112 S 12
WSN75/SHTB 75 30 Nylon 80kg | Plain 112 B 12
WSR75/5H 75 32 Rubber | 80kg | Plain 112 S 12
WSR75/SHTB 75 32 Rubber | 80kg | Plain 112 B 12
WSN100,/SH 100 32 Nylon | 100kg| Plain 132 S 12
MSRB0,/SHTB WSN100/SHTB 100 32 Nylon | 100kg| Plain 132 B 12
WSR100,/SH 100 32 Rubber | 100kg| Plain 132 S 12
WSR100/SHTB 100 32 Rubber | 100kg| Plain 132 TB 12
WSR125/5H 125 32 Rubber | 100kg| Plain 158 S 12
WSR125/SHTB | 125 32 Rubber | 100kg| Plain 158 B 12

WSR100,/5H-TB WSR125/5H WSR125/5H-TB
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